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ABSTRACT 

This Water Information Bulletin summarizes preliminary results from the Idaho State- 
wide Ground Water Quality Monitoring Program. It describes the objectives of the program and 
the subsequent network development and sample collection. Primarily, it assesses the ambient 
state of Idaho's gro~md water quality using the first three years of data. 

The network for Idaho's Statewide Ground Water Quality Monitoring Program will be 
completed by the end of 1995 and will encompass approximately 1600 monitoring sites. The 
network was designed using stratified random site selection to satisfy the number one objective, 
to characterize the ambient water quality of the state's aquifers. The network is stratified by 
hydrogeologic subareas, units of similar aquifer systems. 

Random site selection has also provided the means to begin addressing a second objec- 
tive, to identify potential problems. Monitoring sites will be resampled and tested on a regular 
basis, every 4 years, to develop infortnation on spatial and temporal trends, the third objective. 
A committee has beell formed to develop the details of the trend monitoring network design. 
Trend monitoring will begin in 1995. 

Preliminary results indicate that Idaho's ground water is generally acceptable for use as 
drinking water. Watei- quality problems that do exist are generally found in a crescent shaped 
swath from Weiser to Portneuf along the Snake River Plain. Total dissolved solids results indi- 
cate ground water south of the Snake River is generally higher in mineralization than ground 
water nor~h of the river. Ground water in northern Idaho is much lower in mineralization than 
the rest of the state. Aesthetic concerns (taste, odor, staining, etc.) are associated with elevated 
sulfate, fluoride, chloride, sodium, iron and manganese. 

Health concerns with natural ground water chemistry are associated with arsenic, uranium, 
and possibly sulfate in southwest Idaho and fluoride priinarily in the central mountains, but also in 
southwest and southeast Idaho. Radon is also present in Idaho ground water, but the extent of its 
contribution to airborne radon, the prirnary route for radon health concern, is not clear. 

H~unan-induced contaminants causing the greatest health concerns are nitrate, organics 
(volatile organic cotnpounds and pesticides), trace elements (cadmium and selenium) and bacte- 
ria. The greatest impact from nitrate was to southwest and south central Idaho. The greatest 
impact from organics was to both urban and rural areas, 
particularly the BoiseIEagle area, PocatelloIPortneuf and Fort 
Hall. Cadmium contamination affected two different areas, 
the South Fork of the Coeur d'Alene River valley and a site 
just west of American Falls Reservoir. 

INTRODUCTION 

The Gro~nid Water Protection Act of 1989 formed the 
Ground Water Quality Council to develop a Ground Water 
Quality Plan for Idaho. Based on Council recommendations, the 
1990 Legislature funded the Idaho Department of Water Re- 
sources (IDWR) to begin a prototype statewide ~unbierzt ground 
water quality monitoring program. In April, 1990, IDWR, in 
cooperation with the Idaho Department of Health and Welfare, 

1 Idaho Statewide Ground Quality Monitoring Program 
Summary olRcsults. 1991 through 1993 



Division of Environmental Quality (DEQ) a n d h  Idaho Department of Agriculture (IDA), held a 
two-day technical workshop for Idaho ground water quality experts to design the prototype program. 
The attendees provided recommendations for monitoring network design, data requirements and 
information system design. A prototype program including 97 wells was implemented that summer. 

The Idaho Ground Water Quality Plan (the Plan) was completed in 1991 and adopted by 
the legislature as law in 1992. The goals established first by the Act, then thc Plan, embraced 
prevention, information, protection, education, monitoring, remediation and con~municatiou of 
results. Under 'monitoring', the Plan called for the development of a three part ground water 
quality monitoring program which included statewide ambient, regional and local monitoring. 
The three parts were designed to be interrelated, with knowledge gained from one enhancing or 
initiating another, differing in purpose, scale and duration. Statewide ambient monitoring is a 
long term, on-going program, covering the entire state. Regional monitoring focuses on areas of 
high vulnerability betweeu 10 and 250 square miles. Local monitoring focuses on areas of 
contamination less than 10 square miles. The Plan assigns responsibility for statewide monitor- 
ing to IDWR with regional and local monitoring to DEQ. 

This document summarizes the status and results of statewide ambient monitoring 
through the Idaho Statewide Ground Water Quality Monitoring Program (Statewide Program) 
from July 1 ,  1991 to June 30, 1994. To date, ground water quality samples have been collected 
from 1,165 monitoring sites (Figure I ) .  When the network is complete in 1995, it will include 
about 1,600 monitoring sites. This network will provide information about the general status of 
ground water quality in Idaho and lay the foundation for future trend monitoring. 

OBJECTIVES 

In the description of the three part monitoring program, the Ground Water Quality Plan 
charged that statewide ambient ground water quality monitoring answer the following rive 
questions (Council, 1992, p. 5 1 ) :  

1) What is the general statewide ambient ground water quality? 
2) What are background levels? 
3) Are there problem areas that need more detailed monitoring? 
4) What are the trends over time? 
5) Is ground water generally suitable for drinking, agricultural and industrial pur- 

poses? 

Three objectives were developed from these five questions. The first two questions were addressed 
throngh a single objective: characterize the g~-o~rrzd water quality ofthe state's crqu@rs. This is the 
initial focus of the Statewide Program. The majority of this report desclibes the results obtained thus 
far in addressing this objective. 

The third question also may be addressed through the focus on characterization, particularly 
through the random site selection, broad geographical coverage, and subsequent spatial and temporal 
trend analyses. To draw attention to problem areas through analysis, a second objective was devel- 
oped: identzb porential problem areas. (The Statewide Progranl is only one source of identifying 
potential problems). 
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Figure I .  Site Locations 
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Question number four, regarding trends, dcpends upon establishing ambient water quality and 
existing problems through the first two objectives. The third objective established for the Statewide 
Program: ident15 trends and changes in gro~uzd wafer qualit), within the state's c~qulfers, began with 
a technical workshop in the fall of 1994, to outline the most important issues in an approach to mea- 
suring ground water quality trends in Idaho. Refer to 'Future Plans'. 

Questiou five, general suitability, will be addressed by meeting all three objectives: 
characterizing the water quality and identifying trends aud potential problems. 

NETWORK DEVELOPMEN 

Through the prototype monitoring done in 1990, it becanie clear ce~tain nctwork design elements 
were critical. h particular, the network design required a statistical kamework so data codd be used to 
describe chaacte~izatiou with confidence and without prejudice. Also through the 1990 monitoring, sample 
collection and quality assuance procedures were developed and refined. The 1991 legislature increased 
funding from $ 1 8 7 , 0  to $545,000 to enable full scale network development. 

Network Design 

The geology and ground water hydrology of Idaho arc so diverse that a special approach w a  
developed for the design of the monitoring nctwork. Previously defined Idaho ground water basins 
(Graham and Campbell, 198 1) werc combined into geologically similar uuits called hydrogeologic 
subareas. Selection of monitoring sites was random w i t h  subareas in order io cnsure objectivity for 
statistical evaluation. For a detailed disc~~ssion regarding the network design, refer to Idaho Stutewide 
Ground Water Quality Morzitoring Progrzm~ Network Design (Neely, 1994). 

Discussions of ambient water quality in this report refer to 20 different hydrogeologic 
subareas (Figure 2). Two additional subareas, Central Mountains aud Southwest Owyhee, do not 
encompass aquifers signiEicaut enough in size to be included in this study. There is also some 
geographic overlap in two sets of subareas due to vertical separation between aquifer systems: 
the Boise Valley Shallow and Boise Valley Deep subareas, and the Snake River Plain Alluviurn 
and Snake River Plaiu Basalt subareas. 

Once the network is complete, wells along the fringes of the subarcas will need further - - 
geologic evaluation to increase the confidence in the hydrogeologic subarea assignment. Some 
of the hydrogeologic subarea boundaries may be modified as a result of rhis evaluation. For - - 
example, the Snake River Plain Alluvium is shown as four separate areas. In the analyses for 
this report, those four separate areas have been treated as one subarea and may include alluvium 
that exists outside the boundaries as currently drawn. 

Water Quality Constituents 

Constituents and parameters included in the Statewide Program were the minimum recom- 
mended by the participants at the April, 1990 technical workshop: temperature, $3, specific conduc- 
tance, alkalinity, fecal coliform bacteria, conmon ions, nutrients, selected trace elements, radioactivity 
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screening, selected volatile organic compounds and pesticide screening. See Appendix B for a 
full list of constituents, methods and detection limits. 

Sample Collection 

Field data collection for the Statewide Program was done by the U.S. Geological Survey, 
Water Resources Division (USGS), through a matching hnds agreement with IDWR. USGS field 
offices are located regionally, allowing technicians to cover the state with a minimum amount of 
travel time. 

The work consisted of two phases, site inventory and sample collection. Both phases fo-  
lowed USGS and IDWR standard operating procedures. Site inventory was designed to locate, 
inspect, approve and acquire permission to sample sites in advance of sample collection. Sample 
collection was done once a year at the same time of year (July through September) to minimize 
seasonal variation. Sites were sampled once from 1991 through 1993. When the network is com- 
plete (1995), second round sampling will begin to address temporal trends. 

Specific conductance, pH, temperature, bicarbonate, carbonate, alkalinity and fecal coliform 
bacteria were measured in the field. Common ion, nutrient and trace element samples were filtered 
and preserved on site. These samples were analyzed by the USGS National Water Quality Laboratory 
in Arvada, Colorado. 

Samples for volatile organic compounds (VOCs), radiochemical and pesticide analyses were 
not filtered. VOCs were analyzed by a private state certified laborato~y under contract to IDWR. 
Radiochemical samples were analyzed at the Idaho Department of Health and Welfare, Bureau of 
Laboratories (State Lab) in Boise, Idaho. Radiochemical samples requiring speciation (further 
analysis) were sent to a private laboratory. Analyses for pesticides were at lDWR using immunoassay 
techniques for all sites. Limited gas chromatography (GC) analysis for sites in selected subareas was 
done in 1993 (performed by the State Lab). In 1993, funding was provided by the IDA to increase 
both immunoassay and GC analyses. 

Quality Assurance 

Quality assurance (QA), in the field and laboratory, increased each year of the project. USGS field 
procedures were augmented by a QA Plan and Standard operating Proced&s (~0~sjde ;e lo~ed jointly by 
IDWR and USGS. A trajni11.g video and on-site visits lo the field teams provided the opportunih/ to refine . . 

techniques and obtam feedback to help clarify SOPS, simplify logistics 41d improve subcontrac&r services. 
The visits also allowed opportunities to exchange ideas and information. - - 

Quality control samples were taken at five percent of the sites and include: blanks and repli- 
cates for all common ions, trace elements and nutrients, splits for nitrate, trip and transfer blanks for 
VOCs and spikes for pesticides through gas chromatography. A second analysis was performed for 
all samples with concentrations viewed as extreme by either USGS or IDWR professional staff. 
Radiochemical analyses included five percent laboratory duplicates. hlununoassays include batch 
controls, duplicates and reruns for all positive detections. 

In August of 1993, a special study was undertaken to resample sites where analyses had 
detected the presence of a regulated VOC. One or more samples were taken at each site where well 
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owner permission was granted. Initial samples were sent to the private contract lab and splits 
were sent either to the USGS lab or the State Lab. Results confirmed the continued presence of 
the VOCs and established good correlation between laboratories. 

In the spring of 1994, IDA conducted a study to resample all Statewide Program sites 
where pesticides had been detected through immunoassay. Split samples were taken for both GC 
and immunoassay analyses and the results compared. Comparability was particularly good for 
the most commonly detected pesticide, atrazine (Bahr, 1994). 

GROUND WATER QUALITY CHARACTERIZATION 

The initial focus for the Statewide Program is to characterize the ground water quality of 
the state's aquifers. This characterization will provide a general picturc of Idaho's ground water 
quality as it exists in the early 1990s and lay the foundation for trend monitoring. Through the 
characterization process, some potential problem areas have also become apparent. 

Assessing Ground Water Quality 

Ground water quality results rroni the Statewide Program are assessed through compari- 
son with the Federal Safe Drinking Water Standards established by the Environmental Protection 
Agency (EPA) for public drinking water supply systems. Statistics and graphics are used to 
describe the results. 

Standards 

In Idaho, EPA drinking water standards have been adopted and are enforced by DEQ. 
The standards consist of a rizaxir7z~(rn contnnzirznrzr level (MCL) established for each constituent 
listed. Primary MCLs are established to protect against adverse health effects and are enforce- 
able on public drinking water supplies. Secondnq~ MCLs are established for aesthetic reasons 
such as taste, color or odor and are not enforceable on public drinking water supplies. An action 
level for selected constituents triggers the need for water or distribution treatment after the 
concentration of a percentage of samples exceeds the action level. 

Samples used to comply with EPA drinking water standards must not be filtered, whereas 
Statewide Program common ion, trace element and nutrient samples are filtered to represent the 
dissolved state of these constituents. In the Statewide Program, these standards are used to 
assess the quality of ground water, not to measure compliance. To meet Statewide Program 
objectives, samples must represent ambient aquifer water quality, not local sediment conditions 
or distribution systems. Statewide Program sites include very few public water supply systems, 
but those systems may use radiochemical, VOC and some pesticide results from the Statewide 
Program for compliance purposes. 
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Statistics 

Nornzally distributed data are dispersed over a symmetrical bell-shaped curve. Typically, 
water quality data are not normally distributed and the distribution curve is almost always 
skewed to the right. (Helsel and Hirsch, 1992). Thus, most of the analytical data were generally 
in the lower concentrations with some extreme values in the higher concentrations. 
A mean is the average of all data results. A rnediun is the middle value (or average of the two 
middle values) when all results are arranged in ascending order (also known as the 50th percen- 
tile). In normal data, the mean and the median are essentially equal. In skewed data, a mean 
will disproportiouately reflect the influence of extreme values. Because Statewide Program data 
are skewed (Neely, 1994) the median value is used throughout this report to provide a consistent 
basis for comparison of results. It is one indication of the general impact of a constituent on the 
ground water of an entire subarea. 

Appendix C contains general statistics for each constituent, by subarea. Appendix D 
contains boxplots of selected constituents by subarea. 

Graphics 

Graphics used in this report to portray existing water quality aud comparisons are dot 
maps (site locations), choropleth (shade) maps and boxplots. Shade maps use different shade 
patterns to distinguish between calculated criteria for each hydrogeologic subarea. Note that all 
data within one subarea are included in the calculation with the intent to provide at a glance, the 
overall occurrence of a constituent(s) within a subarea. This does not mean that samples from 
all sites in the subarea fell within the range displayed. 

Ambient Water Quality 

Currently, the network of sites (wells aud springs) used to characterize ground water quality is 
not complete. A network of about 1,600 sites is anticipated to be complete by the end of 1995. This 
report summarizes the quality of Idaho ground water using the first three years of data. 
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Total Dissolved Solids 

Total Dissolved Solids (TDS) may be defined as the total amount of solids left when a 
[filtered] ground water sample is evaporated to dryness (Drever, 1988) and is an indication of 
mineralization. In the Statewide Program, TDS is a calculated value, the sum of all dissolved 
constituents (See Glossary). The major contributors to TDS are common ions: calcium, magne- 
sium, sodium, potassium, bicarbonate, carbonate, chloride, fluoride, sulfate and silica. These 
ions are often natural constituents of the ground water, though they can be elevated through 
human processes. Fluoride, sulfate and sodium are known or suspected to have negative health 
implications at higher levels (ATSDR, 1991d; U. of RI, 1990). 

Boxplots provide graphical representation of sampling results and are valuable guides in 
differentiating central values, spread, symmetry and outliers among groups of data (in this case, 
hydrogeologic subareas) and do so in a relatively small space (Helsel and Hirsch, 1992). The 
box for each subarea represents the interqucrrtile mnge (the middle 50 percent, from the 25th to 
the 75th percentile) of total dissolved solids data (Figure 3). For example, in the North Owyhee 

Total Dissolved Solids 

0 1 2 3 1 6 0 7 8 8 10 11 12 13 14 16 10 17 18 18 20 

Hydrogeologlc Suberee 

Figure 3. Total Dissolved Solids 
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subarea (#lo), the interquartile range of all total dissolved solids data fell between 400 and 1200 
milligrams per liter (mgll). In contrast, the interquartile range in the Clearwater subarea (#3) fell 
between 150 and 250 mgll. This shows not only that the North Owyhee ground water has a 
much greater mineral content than the ground water in the Clearwater subarea, but the variation 
in mineralization is also greater among sites in the North Owyhee subarea. 

The horizontal line within the box represents the median. Although the interquartile 
ranges for Boise Valley Shallow subarea (#7) and Boise Valley Deep subarea (#8) are similar 
(200 to 500 mgll), the median value is aboul 150 mgll less in the Boise Valley Deep subarea, 
indicating mineralization is less overall in the deeper aquifer. 

The whiskers of the boxplot extend to the largest (or smallest) value within one step (1.5 
times the interquartile range) beyond the ends of the box. Asterisks represent outside vnlues, 
single values that lie outside step one, but within step two (3 times the interquartile range). 
Circles represent,far-outside values, single values that lie outside step two (Helsel and Hirsch, 
1992). 

The more elongated the box, the longer the whiskers and the presence of outside values, 
the greater the variation in the data. In Figure 3, data indicate that the mineralization of the 
aquifers in the Long Valley (#4) and Boise Mountains (#20) subareas is not only low, but varies 
little throughout the subareas. In contrast, the mineralization of the aquifers in the North 
Owyhee subarea (#lo) is highly variant, from 191 mgll TDS to 3931 mgll TDS, the highest in 
the state. 

Skewness is indicated by the symmetry of the box and whiskers in relationship to the 
median. A symmetrical box indicates normally distributed data. The lack of outside values and 
the near symmetry of the Palouse subarea (#2) boxplot indicates near-normal distribution for 
total dissolved solids data in that subarea. In contrast, the total dissolved solids data for the 
Weiser subarea (#5) is clearly skewed to the right. 

The concentration of TDS is one indicator of how potable, or drinkable, water is. Water 
very low in TDS may taste bland; water very high in TDS may taste saline. A secondary MCL 
has been established for TDS at 500 milligrams per liter (mgll) (USEPA, 1991a). The median 
values for the Twin Falls (592 mgll) and North Owyhee (586 mgll) subareas exceed the second- 
ary MCL, followed closely by the Portneuf (476 mgll) and Bear River (466 mgll) subareas 
(Figure 3, Appendix C). 

According to Drever,fre.slz waters contain less than 1000 mgll TDS. Waters containing 
greater than 1000 mgll and less than 20,000 mgll TDS are referred to as brackish (Drever, 1988). 
The Statewide Program has not detected the presence of brackish waters in the northern and 
central portions of Idaho (Figure 4). However, mildly brackish water has been found in west, 
southwest and southeast Idaho (up to 3931 mgll). In the North Owyhee subarea, nearly 30 
percent of the wells tested would be considered mildly brackish. 

Although there is a direct correlation between elevated TDS and elevated chloride, 
sulfate and/or sodium, there is no direct correlation between TDS and elevated fluoride (Figure 
4). Fluoride levels are influenced by geothermal waters, which have been measured with fluo- 
ride concentrations as high as 30 mgll in Idaho (Young and Mitchell, 1973). The Statewide 
Program includes non-geothermal waters and the highest fluoride concentration detected to date 
was 13 mgll near Horseshoe Bend in the Payette subarea. 

ldalio Stiltewide Ground Water Quality Monitoring Program 
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Nutrients 
Nutrients included in the Statewide Pmgram are nitrate, nitrite, ammonia and 

orthophosphoms. In Idaho ground water, elevated nitrate is by far the most widespread of the pre- 
ventable contaminants. 

Nitrate is generated by decaying organic matter, fertilizers and both animal and human sew- 
age, and is readily transported in ground water. Normally, concentrations of naturally occurring 
nitrate do not exceed 1 to 2 mgfl (USEPA, 1987). For the purposes of this study, concentrations 
greater than 2.0 mg/l (nitrite plus nitrate) are considered outside the range of naturally occurring and 
are referred to as impacted (elevated due to some form of land use). 

Excessive nitrate is especially significant as it can cause an oxygen deficiency called 
methemoglobinemia (blue baby syndrome) that can cause illness and death in infants. (USEPA, 
1987). Long term effects of nitrate on adults and children are unknown. Boiling the water will not 
get rid of nitrate, and in fact, will concentrate it (Hay, 1985). Because of the danger to infants, the 
EPA has established a primary MCL for nitrate in public drinking water at 10 mgfl. Of 1,151 total 
sites tested for nitrate, 40 (3.5 percent) exceeded the primary drinking standard. 

Although nitrate impact was lower in north and central Idaho, there were no subareas in the 
state that were immune to nitrate impact on ground water quality (Figure 5). The subareas most 
affected by nitrate impact were North Owyhee, Twin Falls, Boise Valley Shallow and the eastern 
portion of Snake River Plain Alluvium. 

Trace Elements 
Trace elements in water are normally found in minor concentrations, measured in rnicrogrnnzs 

per liter (pgll). However, trace element concentrations vary widely throughout Idaho and can have 
aesthetic or health implications. 

Trace elements included in Statewide Pmgram analyses were: menic, cadmium, chromium, copper, 
iron, lead, manganese, selenium and zinc. The compound cyanide was included and is meawed in mgA. 
Merctny was discontinued from the Statewide F'rogram in 1994 because of sampling and analytical difficulties. 

Data from the Statewide Program showed that the concentration of iron and manganese varied 
widely among hydrogeologic subzma~ (Figures 6 and 7). Iron and manganese are essential to life and are 
not harmful to health even at very high levels. However, they can cause aesthetic problems (staining on 
laundry, toilets and fixtures) and provide a food source for iron and manganese bacteria, which in tum cause 
discoloration, unpleasant odors, and corrosion and plugging of pipes. 

Arsenic commonly occurs in Idaho ground water, vavies widely in ambient concentrations among 
subareas and has health implications aqsociated with higher concentrations. Arsenic occurs naturally in rock, 
volcanic gas and geothermal water. Elevated levels can be amibuted to natural dissolution of rocks and soils, 
through the use of pesticides or the inhusion of indushial waste (ATDSR, 1989). Most forms of asenic are 
toxic to humans, however, humans ingest small amounts naturally through food. The MCL for arsenic in 
public drinking water is currently 50 pgb due to its effect on the dermal and nervous systems. The EPA is 
currently reviewing arsenic as a carcinogen (cancer causing) and may reduce the arsenic standard to between 
2 and 5 pgA (Pontius, 1993). 

The ambient concentrations of arsenic in Idaho ground water was lowest 111 north and central Idaho 
(Figure 8). Elevated arsenic occurred most frequently in the ground water of southwest Idaho. The highest 
arsenic concentration was detected in the Weiser (#5) subarea, where the variability was also greatest (Figure 
9). The highest medians were seen in the North Owyhee (#lo) and Twin Falls (#15) subareas, which 
indicated generally higher concentrations of arsenic in those subarea. 
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Figure 5 .  Nitrate 
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Iron 
(Percentage sites greater 

than 300pg/ I  i ron) 

Figure 6. Dissolved Iron 

Manganese 
(Percentage sites greater 

than 50pgN manganese) 

Figure 7. Dissolved Manganese 

In addition to arsenic, trace elements that exceeded primary MCLs were cadmium 
and selenium. 

* Cadmium exceeded the primary MCL of 5 pg/l at three wells in the South Fork of 
the Coeur d7Alene River valley. A portion of this valley is now a Superfund site 
due to prior contamination from hardrock mining and smelting. Cadmium also 
exceeded the MCL at one well in the Snake River Plain about 10 miles west of 
the northernmost portion of the American Falls Reservoir. 

* Selenium was elevated (greater than previous primary MCL of 10 pgil) at 12 sites, 
seven of which were located in the North Owyhee subarea. The remaining five 
sites were distributed in five different subareas. In 1992, the MCL was increased 
to 50 pgil. Only one site exceeded the new primary MCL for selenium. That site 
is located in the North Owyhee subarea near Bruneau and the detection was 
associated with other extremes, including nitrate (1 10 mg/l) and sulfate (1500 mgl). 
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ARSENIC 

Hydrogeologlc Subarea 

Figure 9. Arsenic 

Radioactivity 

Ground water samples were analyzed for gross alpha- and gross beta-particle activity and 
for radon-222. Activity for these radionuclides are recorded in picocuries per liter (pCi/l). 

Gross alpha is a measurement of alpha radiation. Samples with high alpha activities were 
speciated to determine the source of alpha radiation. So far, all but one high gross alpha activi- 
ties in Idaho have indicated the presence of elevated uranium. Uranium is naturally occurring in 
rocks and ground water, but can be redistributed through phosphate fertilizers, mining, milling, 
manufacturing and the improper disposal of waste containing uranium (USEPA, 1991e). The 
primary health concern with elevated uranium, as with other heavy metals, is kidney damage. 
Uranium also causes cancer, primarily bone tumors (USEPA, 1991e). 

The primary MCL for gross alpha in public drinking water is 15 pCi/l. A primary MCL 
for uranium has been proposed at 20 pg/l. The subareas where alpha radiation is most likely to 
be elevated are illustrated in Figure 10. Southwest and southcentral Idaho show a higher per- 
centage of sites with elevated alpha radiation and uranium. 

Gross beta is a measurement of beta radiation. Sources of gross beta can be either man-made 
or natural (USEPA, 1991b). The primary MCL for gross beta in public drinking water is 50 pCi/l. 
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Figure 10. Alpha Radiation 
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There have been five sites where analysis showed gross beta exceeding the MCL: three in the 
North Owyhee subarea and one each in the Bear River and Mountain Home subareas. Specia- 
tion of samples high in beta activity have been inconclusive. 

Radon-222 is a naturally occurring radioactive gas that is part of the uranium decay series 
(USEPA, 1991b). It is found in rocks, soil, water and air. Radon is a Group A carcinogen, 
known to cause cancer (USEPA, 1991a). Airborne radon that is inhaled may cause lung cancer 
(USEPA, 1992). Radon in ground water can be released into buildings by normal water uses 
such as showering and dish washing. In the average house, ground water contributes between 2 
and 5 percent of the total indoor airborne radon (USEPA, 1987). The USEPA has considered 
proposing a primary MCL for radon in drinking water at 300 pCi/l (USEPA, 1991 b). 

The half life of radon is 3.82 days. Samples were shipped overnight and analyzed within 
24 hours of lab receipt. Due to overnight shipping requirements and the remote nature of much 
of rural Idaho, radon samples were collected at about half of the locations and were clustered 
around major towns. Radon activities exceeded the proposed MCL of 300 pCi/l for 443 of 558 
sites (79 percent) sampled. 

Factors other than the concentration of radon in the ground water may have more influ- - 
ence on the concentration of airborne radon in buildings, such as the rock type, soil type, soil 
permeability and thickness, meteorological factors and particularly the construction and ventila- 
tion of the building (Gunderson and wanty, 1991). ~ h e ~ f f i c e  of Environmental Health (OEH) 
advises that all homes in Idaho be tested for airborne radon and that all homes be built using 
radon resistant construction techniques (OEH, 1992). 

Organics 

With the exception of naturally occurring petroleum deposits, organic compounds are 
man-made chemicals. The Statewide Program tests for volatile organic compounds (VOCs) and 
pesticides. VOCs are used as solvents, degreasers, fumigants and dry cleaning chemicals in 
industries and homes. They can easily percolate into the ground water, are persistent for long 
periods and are very difficult to clean up. Pesticides, as discussed in this report, are also organ- 
ics and include insecticides, herbicides and fungicides used by commercial agriculture, 
homeowners, industry and government agencies. 

None of these organics occur naturally in Idaho ground water. Therefore, the presence of 
any VOC or pesticide in the ground water indicates that human activity has affected the ground 
water quality. These organics may cause internal organ and nervous system damage, and cancer 
(USEPA, 1991~). 

Volatile Organic Compounds 

VOC contamination in Idaho occurs in both industrial and agricultural areas, as well as areas 
where neither influence is obvious (Figure 11). The most serious VOCs detected and confirmed, 
approximate locations, and their significance are found in Table 1. (All VOC detections are listed in 
Appendix C). Trihalomethanes (THMs) are displayed separately as they may be a byproduct of 
chlorination rather than direct contamination. Sites where field contamination may have contributed 
to a VOC detection are not shown. (Refrigeration may produce low freon concentrations (Scholl, 
1993); trimethylbenzene appears to be an airborne contaminant). The presence of regulated VOCs was 
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Figure 11. Organics 

19 ldalio Statewide Ground Wdter Quality Monitoring Program 
Summary olRewlts. I Y Y i  through 1993  



Table 1. Significant VOC Detections 

Volatile Organic 
C o m u n d  

1.2-Dichloropropane P C P )  
aka propylene dichloride 

Ethylene Dibromide (EDB) 
aka 1 ,2dibromoethane 

Perchloroethylene (Perc) 
aka tetrachloroethylene 

Trichloroethylene (TCE) 

Confirmed 
Locations 

west of Eagle; 
Fort Hall 

Reservation 

Fort Hall 
Reservation 

Blackfoot 
Garden City 
Chubbuck 
Portneuf 
east of Eagle 
south of Lava 

Hot Springs 

Portneuf 
south Pocatello 

(Lewis, 1993; USEPA, 1991). 
(Washington Dept. of Health, 1991). 
(USEPA, 1991~). 

Idaho S&& Gmvnd Waler Quality Monitoring Rogram 
Sununary of Rsutts, 1991 thmugh 1993 

Uses and Significance' 

Intermediate for perc and carbon tetrachloride; 
lead scavenger for antiknock fluids; 
solvents for fats, oils, waxes, gums and resins; 
solvent mixture for cellulose esters and ethers; scouring 
compounds; 
spotting agents; 
metal degreasing agents; 
soil fumigant for nematodes. 
Causes damage to liver. Probable cancer causing. 

Scavenger for lead in gasoline; 
grain, soil and fruit fumigant; 
general solvent; 
waterproofing preparations; 
organic synthesis; 
fumigant for tree crops. 
Major agricultural uses were canceled by 1984. 
Toxic by inhalation, ingestion and skin absorption. 
Causes damage to liver, kidney, testes, chromosomes. 
Causes genetic mutations. Probable cancer causing. 

Dry cleaning solvent; 
vapordegreasing solvent; 
drying agent for metals; 
vermifuge; 
heat-transfer medium; 
manufacture of fluorocarbons. 
Causes damage to liver, kidney, central nervous system. 
Probable cancer causing. 

Metal degreasing; 
extraction solvent for oils, fats, waxes; 
solvent dyeing; 
dry cleaning; 
refrigerant and heat-exchange liquid; 
fumigant; 
cleaning and drying electronic parts; 
diluent in paints and adhesives; 
textile processing; 
chemical intermediate; 
aerospace operations. 
Solvent use not permitted in some states. Prohibited in 
foods, drugs and cosmetics. 
Causes damage to liver. Probable cancer causing. 



confirmed at most sites through a special study conducted in 1993 (see Quality Assurance). 
Although less populated areas had fewer VOC detections, they were not exempt from 

VOC contamination (Figure 11). Subareas most affected by VOC contamination were Boise 
Valley Shallow, Portneuf and the eastern portion of the Snake River Plain Alluvium. The Boise 
Valley Shallow subarea had the greatest number of different VOCs detected (Appendix C); perc 
and 1,2-dichloropropane exceeded MCLs at one well each. Sixteen percent of the sites in the 
Portneuf subarea were affected by VOC contamination, exceeding all other subareas. TCE 
exceeded MCLs at two wells south of Pocatcllo. VOC contamination in the Snake River Plain 
was most serious in the eastern portion with perc exceeding the MCL in Blackfoot, and EDB and 
DCP (See Pesticides, below) exceeding MCLs in the Fort Hall area. (Table I and Appendix C). 

Pesticides 

Factors affecting ground water contamination from pesticides include pesticide proper- 
ties, soil properties, site conditions and land management practices (University of Rhode Island, 
1991). Conventional laboratory methods for pesticide analyses are prohibitively expensive for 
the number of sites in the Statewide Program. Three different methods were used to test for the 
presence of pesticides: VOC analysis, immunoassay and gas chromatography (GC). 

Pesticides detected through VOC analysis were: ethylene dibromidc (EDB), 1,2- 
dichloropropane (DCP) and 1,2,3-trichloropropa~le (Table 1, Appendix C). EDB exceeded the 
MCL at four sites in the Fort Hall area (Snake River Plain Basalt and Alluvium). DCP exceeded 
the MCL at 1 site in the Fort Hall area and at 1 site west of Eagle (Boise Valley Shallow). 

Immunoassays are enzyme specific tests developed for the medical field. The advantage 
of using immunoassays instead of GC laboratory methods is that numerous samples can be 
analyzed using very low detection limits, in short periods of time for little cost. The primary 
disadvantages are that tests arc available for only a few pesticide families and they are not 
analyte specific. Thc Statewide Program has utilized immunoassay technology since 1990. The 
1990 tests were non-quantitative, providing only "detect" or "non-detect" results. The four sites 
where detections occurred were resampled the following spring with samples for both immu- 
noassay and GC analyses. Results were quantitative, confirmed the original detections and 
provided good conelation between GC and immunoassay. Immunoassay tests in 1991 through 
1993 wel-e quantitative. 

In 1993, with additional funding from IDA, sites in several subareas were simultaneously 
sampled for pesticides through GC methods. Although two pesticides (for which there were no 
immunoassay tests available) were detected through GC, the detection limits of the immunoas- 
say methods were so much lower than the GC methods that comparison between the methods 
was not reliable. Dual sampling, analyses and method comparisons are being continued through 
annual studies conducted by the IDA (Bahr, 1994). Some of these studies were conducted as 
follow up to the Statewide Program and have provided a process for verification of pesticide 
detections. 

Pesticides detected through immunoassays and GC in 1993 were: triazines, carbamates, 
alachlor, dacthal aud metrihuzin. None of these exceeded MCLs. Triazines (atrazine) was the 
pesticide most comnionly detected through the Statewide Program. The frequency with which 
triazines were detected was highest in the Boise Valley Shallow, Snake River Plain Basalt, Twin 
Falls and Payette subareas. Overall, the Payette and Twin Falls subareas were the most affected 
by pesticide detections (Figure 11) 
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Bacteria 

Fecal coliform bacteria are an Fecal Coliform 

indicator of either human or animal fecal 
waste in the ground water. USGS field 
crews tested for fecal coliform bacteria at 
every site sampled. 

When a field test produced a 
positive detection of fecal coliform 
bacteria at a domestic well, the well 
owner was notified. Well owners wcre 
advised to retest for coliform bacteria 

through local laboratories certified to 
conduct Drinking Water Analyses. 
Confirmation tests were paid for by the 
Statewide Program. 

Tests showed that fecal 
coliform bacteria were detected 
throughout the state (Figure 12), 
particularly in the Boise Valley Shal- 
low subarea. By comparing the per- 
centage of sites tested where fecal 
coliform bacteria were detected, the Figure 12. Fecal Coliform Bacteria 
highest occurrences of fecal coliform 
bacteria were in the Boise Mountains, Weiser, Boise Valley Shallow, CassiaIPower and 
Payette subareas (Appendix C). Bacteria is a significant ground water quality concern. 
Because bacteria do not travel far in ground water, this concern is best addressed at the local 
level. 

GROUND WATER QUALITY CONCERNS 

Characterization results are considered preliminary until data analysis is complete. Data 
collected thus far indicate that the majority of Idaho ground water appears to be both potablc and 
safe for current beneficial uses. However, no subarea in Idaho has proven itself to be free of 
either concerns or the potential for contamination of the ground water. 

Ground water quality concerns in Idaho are both natural and human induced. Of 1,165 
monitoring sites where samples were collected from 1991 through 1993, 121 (ten percent) ex- 
ceeded established primary MCLs, not including fecal coliform bacteria. The distribution of 
those detections is provided in Table 2. More information about the results and significance of 
selected constituents throughout the state is found in Table 3. 
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Naturally Occurring Constituents of Concern 
To date, ground water quality data from the Statewide Program suggest that naturally 

occurring constituents elevated to the extent that they may cause health concerns include: fluo- 
ride, sulfate, arsenic, uranium and radon. 

Fluoride 
Elevated fluoride tends to occur in areas with geothermal influence. This program, 

however, does not sample geothermal wells over 2h0Celsius). Health concerns with elevated 
fluoride involve the risk of skeletal fluorosis, including brittle bones and kidney damage 
(ATSDR, 1991). Fluoride is dispersed throughout southern Idaho, but concentrations exceeded 
the primary MCL of 4 mgll in the Payette, Mountain Home, North Owyhee, Salmon, Bear River 
and Boise Mountain subareas. Concentrations were as high as 13 mgll in the Payette subarea. 

Sulfate 
Although a primary MCL has not been established for sulfate, one has been proposed for 

400 to 500 mgll. Sulfate at higher levels may cause diarrhea, dehydration and gastroenteritis. It 
may also contribute to the accumulation of mineral salts around organ or duct tissue (USEPA, 
1991d). Sulfate can impart a bitter taste to water, and because of that, may limit human exposure 
to elevated sulfate. However, elevated sulfate may have been a contributing factor to illness in 
dairy cattle at a failed dairy farm in the North Owyhee subarea, where an extremely high sulfate 
concentration (1900 mgll) was detected. Sulfate concentrations exceeded 400 mgll in the North 
Owyhee, Mountain Home, Bear River, Salmon, Weiser, Snake River Plain Alluvium, Boise 
Valley Deep, Twin Falls and CassiaIPower subareas. 

Arsenic 
Elevated arsenic is a concern in some areas of southwest and west-central Idaho. Health 

effects from arsenic include skin and nerve damage, and cancer (ATSDR, 1989). From 1991 
through 1993, the highest arsenic concentration was 240 pgll in the Weiser subarea. Concentra- 
tions of arsenic may fluctuate seasonally (Environmental Health Programs, 1991). Arsenic 
concentrations exceeded the current primary MCL 50 ygll in the Weiser, North Owyhee, Boise 
Valley Shallow, Snake River Plain Alluvium, Mountain Home and Boise Valley Deep subareas. 

Uranium 
Elevated uranium is of greatest conccrn in southwest and southcentral Idaho. It occurs 

sporadically in eastern and central Idaho. A primary MCL of 20 kg11 for uranium has been 
proposed. The primary health concerns with uranium are kidney damage and bone tumors 
[USEPA, 1991e). Uranium concentrations exceeded 20 ygll in 10 of the 20 subareas, but most 
often in Boise Valley Shallow, Boise Valley Deep and North Owyhee subareas. 

Radon 
Radon is a Group A carcinogen (known to cause cancer), when inhaled, may cause lung 

cancer (USEPA, 1991a). The activity level of radon in ground water is not necessarily indicative of 
the potential for harmful levels of airborne radon activity. A primary MCL of 300 pCi/l for radon has 
been proposed, but is cunently in review. From 1991 through 1993, the highest radon activities 

23 Idaho Staicwidc Grouild Water Quality Monitoring Program 
Summary of Results, 1991 through 1993 



Table 2. Constituent Concentrations that Exceeded Primary MCLs. 

Hydmgeologic 
Subam 

N o h  Idaho 

Detections 
> MCL 

3 
1 

Constituent Detestionr 
> MCL 

2 
I 
1 

1 

Hydmgeologic 
Subarea 

Cadmium 
Nilratc 

Salmon Fluoride 
Nitrats 
Gmss alpha 

Central 
Vallcvl 

Gmss alpha 

Nitrate Snake River 
Plain 
Alluvium 

Nitrate 
EDB' 
DCP' 
B s m m  
AFwnic 
G m u  alpha 

Long Valley Gmss alpha 
EDB' 
Pem' 
Cadmium 
Nitrate 

Nitrate 
Arsenic 
Gmss alpha 

Nitrate 
Fluoride 

Twin Falls Weiwr Basin J m s s  alpha 
Nilrate 

Nitrate 
Gmss alpha 

TCE' 
Nitrate 
Gmss alpha 

Boiw Valley, 
Shallow 

Gmsa alpha 
Nitrate 
Ansnic 
Pss '  
DCP' 

Gmss alpha 
Nitrate 
Ans"ic 

Nitrate 
Anenie 
Gmlu alpha 
G m s  bcla 
Fluoridc 

Boiw Valley, 

Deep 

Upper Smke Nitrate 
Gmss alpha 

Nitrate 
Fluoride 
Gmss alpha 
Gmaa bela 

Mounlain Home Bear River 
Basin 

Nitrate 
Gmss alpha 
Gmrs bcla 
Ansnis 
Fluoride 

Boiw 
Mwnlains 

Fluoride 

Pem = Pemhlomlhylene DCP = 1,2-Dichlompmpane 
EDB = Wlylcm Dibmmide TCE = Trishlomlhylenc 
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Table 3. Summary of Selected Constituents 

CONSTITUENTS WITH PRIMARY MCLS or EQUIVALENT 

No. of No. of Mi0 
C o d m e n 1  Samples D c m u  Median (of Max MCL Potential Sources Significance 

detects) ( X  cxcscd) 

Nstural conditions, 
peaicidss, industrial 
waste. Largea source of 
inuke is fmd, esp. 
w a r d .  

Oalltminlestinal problem, 
:hanges in mils, abmrnul 
skin lhickening m 
pigment. Skin surer ,  
wrvc damagc aim long 

(under 
review) 

Cadmium Mineral deposits, 
cormsion of galvanized 
pipes, induatriallmining 
waste. More common 
from fmd and tobacco. 

Acsumul~tivs. C u r  
kidney damage. 

Chromium Mineral deposits, mine 
mnoff, impmpcr waste 
disposal fmm 
clsctmplating. 

Waste from mining, iteel, 
coking and elsevuplating. 

Causes liver and M n c y  
damge,  dermatitis 4 
respiratory pmbb-. 

Acutely toxic st high 
level*. 

Concsntratiom > 2 mgn 

Cyanide 

Natural conditions, 
msnufasmrs of fenilizcn, 
use of fsdlizcn,  invusion 
of industrial waste. As it 
in beneficial at low levels, 
public water supplies. 

- 
may cause teeth d g .  
Higher concentration. ovs~ . 
long period may u u r  
crippling skeletal tluomrir 
in adults. 

Samples Uken prior to 
inside up.  Natural 
conditions, lead dust 
fallout, lcaching of soils. 
uhan wnoff, municipal, 
industrial and mining 

In young children u u v r  
delays in physical, m n u l  
development, de&iu in 
awnlion span, h u n h g  am 
leaning abilities; slight 
increase in blmd pressure 
in adults. 

Carrcntradoo. above 10 
mgn c m  cause h u  & 
desth in infants. 
Symptoms: b l u e x u  to 
skin. Ihomes of breath. 

wastes, pipe corrosion. 

h a y i n g  organic mauer, 
sewage and f e r t i l i n .  
Encourages g m w h  of 
algae, producing 
undesirable taste and 
odor. Boiling water will 
m eel rid of nitrate. 

Selenium Natural in soils, feed 
additive. Elevated due to 
sgrieultural practicer that 
concentrate salts at the 
mrfaes. 

Beneficial in trace 
amounu. Toxic st higher 
Icvclr: numbness in limbs 
g a a r o i n t e a i ~ l  pmblsm,  
denul damage. May 
C l Y Y  cancer. 

Can impan biuer urtc to 
water, r d e  in boilen. Al 
higher lsvcls may cause 
diarrhea, dehydration, a o  
gaslnuntcrili~. 

Natural conditions, liquid 
and atmospheric indus th  
wane. 
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VOLfifILE ORGANIC COMWUNDS 

Nstunl ndiorctivc High values m y  i o d i t e  
decay pmccas. pnsencc of radiation that m y  

EaUJC C-CT. 

Uranium 17.38) -only 52 5 1 8 110 20 ffill 
S ~ ~ S  high in p~ ~g.pn lrgn bmpo.ed) 
dpho were m d p d  
for "7m.m. (40) 

Natural conditions, Damage to Udneys rrrat 
pmdueing phosphate severs effect. Causes cancer, 
fenil 'irs, i m p v e r  primarily bone turnom. 
waste disossl  

Gmsa Beta 1163 Natural radioactive High valucs m y  indicate 
decay pmfcss. prsaence of radiation that may 

cause cancer. 

80 pCin 300 pCin 

but under 

Roduct of 
radioactive decay of 
Radium 226 through 
~ l N d  PPOCESS. 

Main Concern is radw gas in 
wil entering hams as lirbomc 
radon, which causes lung 
cancer. Radon in wrur may 
add to airborne radon. 

CONSIlTUENTS WITH SECONDARY MCLS or EQUIVALENTS 

Pmduces undesirable Usle in 
water. Inc-xs cormsivcncss 

of water. 

Essential to life. At higher 
levels, produces undesirable 
color and caste, ar well aa 

plumbing problem. Lmo 
bacteria. 

Essential to life. At highsr 
levels, produces undcsirabls 
staining. Some bacterial 
problem. 

Essential to life. At higher 
levels, produces objsctio~ble 
taste in water. 
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detected in Idaho ground water were in the Salmon, North Idaho, Boise Valley Shallow, Upper 
Snake and Central Valleys subareas. Highest median values were in the Salmon, Upper Snake, 
Central Valleys and North Idaho subareas. 

Human Induced Constituents of Concern 

The most significant human-induced ground water contamination were nitrate, organics, 
trace elements and bacteria. 

Nitrate 

Elevated nitrate occurs in ground water thro~~ghout Idaho, but is of greatest concern in southem 
Idaho. Nitrate concentrations higher than the primary MCL of 10 m&/l have been known to cause illness and 
death in infants (USEPA, 1987). Nitrate concentrations exceeded 10 mg/l in 16 of the 20 subareas. The 
highest percentage of sites that exceeded the MCL were in the North Owyhee, Snake River Plain AUuvium, 
Weiser md Twin Falls subareas. 

Organics 

Contamination from VOCs was seen in both urban and rural areas. Elevated organics 
may cause organ, nervous system and genetic damage and cancer (USEPA, 1991~).  The most 
serious VOC contaminations from 1991 through I993 data were: 

.?: EDB in the Fort Hall area (eastern Snake River Plain Alluvium and Basalt) 
:k PERC in Garden City (Boise Valley Shallow and Deep), Blackfoot (eastern Snake 

River Plain AIIuvi~mi) and Chubbuck (Portneuf) 
:k TCE in South Pocatello (Portneuf) 
:k DCP near Eagle (Boise Valley Shallow and Deep) and in Fort Hall (eastern Snake 

River Plain Alluvi~~m) 

All sites either have been or are currently being studied by other agencies (EPA, DEQ, 
IDA and/or county or local government) and private consultants. 

Trace Elements 

Detectable levels of cadmium were rare; there were only 7 detections in 1161 sites tested for cad- 
mium. Cadmium accumulates in the body causing kidney damage (USEPA, 1991 d). Cadmium concentra- 
tions exceeded the primary MCL of5 pg/l at three sites in the valley of the South Fork of the Coeur d' Alene 
River (Noah Idaho) and at one site just west of American Falls Reservoir (Snake River Plain Basalt). The 
former is associated with a Superfund site. 

The primary MCL for selenium was increased from 10 pg/l to 50 pg/l in 1992. Selenium 
concentrations exceeded 10 pg/l in sporadic locations throughout Idaho, but most frequently in 
the North Owyhee subarea. At higher levels, selenium causes numbness in limbs, gastrointesti- 
nal problems and dental damage (USEPA, 199 Id). The concentration of selenium exceeded 50 
pg/l at one well near Bruneau (North Owyhee). 

27 Idaho Statewide Ground Water Qualify Monitoring Program 
Summary ofResults, 1991 through 1993 



Racteria 
Fecal coliform bacteria are an indicator o f  either human or animal fecal waste, which can 

contribute pathogens to the ground water. Contamination with bacteria is among the most 
threatening to ground water because the potential health effects are both serious and immediate. 
The highest percentage o f  fecal coliform bacteria detections were in the Boise Mountains (low 
number o f  samples), Weiser, Boise Valley Shallow, Cassia/Powcr and Payette subareas. 

FUTURE PLANS 

An additional 370 sites were sampled in 1994 and will be added to the network when all 
data is received from laboratories performing the analyses. In 1995, sites will be added as 
needed to complete the first phase o f  the program, which is to establish a network to characterize 
the ground water quality o f  the state's aquifers. During 1995, analysis will begin in greater 
depth, evaluating results within each hydrogeologic subarea. One or more comprehensive 
reports will be issued, specifically addressing the objectives o f  characterizing the ground water 
quality and identifying potential problem areas. 

Establishing ambient ground water quality through characterization will lay the founda- 
tion for the third objective, which is to identify trends and changes in the ground water quality o f  
the state's aquifers. Trend monitoring activities began with a workshop in the fall o f  1994. The 
workshop attendees recommended that trend monitoring encompass both temporal and spatial 
aspects, as well as identifying areas needing additional study. Another important recommenda- 
tion from the workshop was to form a trend monitoring advisory committee, which is currently 
developing the details o f  the trend monitoring network design. Committee representation in- 
cludes IDWR, DEQ, IDA, USGS and the Idaho National Engineering Laboratory (INEL) Over- 
sight Program. Through the committee, the Statewide Program is able to tap into both state and 
national expertise. 

Sample collection for trend monitoring will begin in the 1995 field season. Characteriza- 
tion o f  ground water quality and identification o f  potential problem areas will continue as the 
trend monitoring phase is implemented. 

SUMMARY 

With the development o f  the Idaho Ground Water Quality Plan, the state goal is to "pro- 
tect ground water quality for use by the public", by outlining specific policies and implementa- 
tion strategies. The Plan emphasized the importance o f  prevention, protection, education, 
monitoring, remediation and communication o f  results and information. 

The Statewide Program is one key element o f  the Plan for achieving these goals. By the 
end o f  June, 1994, 1,165 monitoring sites were sampled and analyzed, towards a final goal o f  
approximately 1,600 network monitoring sites. To date, adequate data have been gathered to 
analyze current progress in network design and ambient ground water quality, to identify pos- 
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sible areas of ground water quality concern and to develop tentative con( :lusions about the 
ambient ground water quality. The network should be complete by the end of 1995, followed by 
comprehensive interpretation and reporting. Trend monitoring, which is a major component of 
the program, will begin in 1995. 

Results so far indicate that ground water quality in Idaho is generally acceptable for use 
as drinking water. Most of the water quality concerns occur in a crescent-shaped swath from the 
Weiser subarea, across the Snake River Plain and south through the Portneuf subarea. Health 
concerns with natural ground water chemistry are associated with arsenic, uranium and possibly 
sulfate in southwest Idaho, and fluoride primarily in the central mountains, but also in areas 
across southwest and southeast Idaho. Airborne radon is a potential health threat in Idaho, but 
ground water does not appear to be the primary source. Aesthetic concerns (taste, odor, staining, 
etc.) with natural ground water chemistry include: total dissolved solids across southern Idaho 
(including sulfate, chloride, sodium), iron and manganese in various areas and fluoride in areas 
influenced by geothermal water. 

The greatest health concerns from human-induced contaminants are nitrate, organics 
(VOCs and pesticides), trace elements and bacteria. Nitrate impacted three subareas most 
severely: North Owyhee, Twin Falls, and Boise Valley Shallow. The greatest impact from 
organics was seen in subareas with either substantial industrial or agricultural commerce: 
Portneuf, Boise Valley Shallow and the southern and eastern portion of the Snake River Plain 
Alluvium. 

One of the primary objectives of the Idaho Ground Water Quality Plan is to maintain the 
existing high quality of the state S ground water and satisfj, existing and projected future benefi- 
cial uses... As the results of the Statewide Program portray, not all ground water quality con- 
cerns in Idaho are human-induced. However, the majority of Idaho ground water contamination 
has been caused by human activity. 
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GLOSSARY 
Alluvium-Sediments laid down by physical processes in river channels, floodplains, and fans at the foot of moun- 
tain slopes. 

Ambient-The Idaho Ground Water Quality Plan defines omhient as 'the water quality at a specific location at the 
time sampled'. As data does not exist to determine natural background water quality prior to human impact, the 
characterization oh.jective of the Statcwide Program will determine ambient ground water quality. 

Aquifer-Any body of porous saturated material, such as rock, sand, gravel, etc., capable of transmitting ground 
water and yielding econolnically significant quantities of water to wells and springs. 

Basalt-A fine grained igneous extrusive volcanic rock, commonly dark in color and composed mainly of minerals 
rich in  magnesium and iron. 

Boxplot-Boxplots are statistical graphs, providing informalion on data median, variation (interquartile range), 
skewness and anomalous values. Refel- to the 'Total Dissolved Solids' discussion. 

Common lons-Commonly occurring charged atom or group of atoms. Examples are calcium, magnesium, chloride 
and sulfate. 

Contaminant-Any chemical, ion, radionuclide, synthetic organic compound, microorganism, waste or other 
substance which does not occur naturally in ground water or which naturally occurs at a lower concentration. 

Contamination-The direct or indirect introduction into ground water of any contaminant caused in whole or in part 
by human activities. 

Detections-(or Detects, Table 3). Deiwiions are sample analysis results where concentrations we!-e greater than the 
laboratory detection limit for that constituent. Nori-detects ( a )  have undetermined concentrations less than 
detection limit 11. 

Drinking Water Standard-Drinking water standards are established by the EPA and have been adopted as Idaho 
State Standards for public drinking water by DEQ. In the Statewide Program they serve as a basis for appraising 
water quality. The standards consist of a marirmm conmrninurrt level (MCL) established for each constituent listed. 
Primarj' MCLs are established to protect against adverse health effects and are enforceable on public drinking water 
supplies. Seconclory MCLs are estahlished for aesthetic reasons such as taste, color or odor and a]-e not enforceable 
on public drinking water supplies. An nctiori level for selected constituents triggers the need for water or distribu- 
tion treatment after the concentration of a percentage of samples exceeds the action level. 

Elevated-Constituents other than nitl-ate that exceed 50 percent of an MCL, but less than the MCL. Nitrate levels 
above 20 percent are considered elevated (See Nitrate discussion). 

Gross Alpha-Radioactivity given off as alpha particles during the radioactive decay process. Gross alpha is 
measured in picncuries per liter (pCii1). 

Gross Beta-Radioactivity given off as beta particles during the radioactive decay process. Gross beta is measured in 
picocuries per liter (pCiil). 

Ground Water-Any water of the slate which occurs beneath the surface of the earth in a saturated geological 
formation of rock or soil. 

Hardness-A measurement of ground water chemistry, calculated from calcium and magnesium concentrations 

Idaho Statcwide Grouliii Water Quality Monitoring Program 
Summaryof Results, 1991 rlirough 1993 

30 



[(uzlriuirr rimes 2.5) p h ~ s  (mogrle,siuni times 4. I ) / .  Hardness is sometimes measured in firuirz.~. One grain of 
hardness per gallon is equal to 17.1 mgll. 

Hydrogeologic Subareas-C;eologically similar units derived from previously defined Idaho ground water basins. 
These units are ihe primary basis for analysis of ground water quality data from the Statewide Program. Refer to 
Irlnho Stotewiile Gmirnd Water Quality Monitoring Profirrim Network Design (Neely, 1994). 

Immunoassay-An enzyme based field screening technique for detecting pesticides and other compounds in water 
and soil. 

I m p a c t e d 4  constituent with an elevated concentration, not naturally occurring and directly related to human 
activities. 

M C L  (Maximum Contaminant Level)-See l h z h m g  Water Stonrlurds 

Mean-The average of all data resulis. 

Median-The middle value (or average of the two middle values) when all rcsults are arr-anged in ascending order. 
This is also called the 50th percentile, or the .5 quar~ilelquantile. 

Micrograms per liter (i@)-Un~t of measurement equivalent to part!, per billion. 

Milligrams per liter (mgh)-Unit of measurement equivalent to parts per million 

Monitoring Site-A specific point or location where air, water or soil samples are collected for analysis. In this 
study, monitoring siies are wclls and springs. 

Nitrate-A naturally occul~ing inorganic ion which can be generated by animal or human wastes, fertilizers, etc. In 
this study, nitrate refers to the concentration of nitrite plus nitrate (NO' + NO'). 

Pesticidc-any substance or mixture of substances intended to: I) prevent, destroy, repel, or mitigate any pest, and 
2) use as a plant growth regulator, defoliant or desiccant. Insecticides, herbicides, fungicides, rodenticides, fumi- 
gants, disinfectants and plant growth regulators are all identified as pesticides. 

Picocurie (@)-A unit of radioactivity. One picocurie cquals 2.22 disintegrations per minute 

Radon-A naturally occurring radioactive gas that originates from decay of radium-226. Radon is measured in 
picocuries per liter (pCill). 

Speciation-Laboraiory analysis performed to further determine specific analytes present in a sample. 

Suharca-See H~'drogeo1ogic S u h n ~ o s  

Total Dissolved Solids (TDS)-the total amount of solids left when a filtered ground water sample is evaporated to 
dryness (Drever). Statewide Program TDS results are calculated from the total major ions (mgll): [(alkalinity * 0.6) 
+calcium + magnesium + sodium t potassium +chloride + sulfate + tluoride t silica + nitrate]. 

Trace Elements-Elements present in minor amounts in the earth's crust. Includes elements such as arsenic, cad- 
mium, chromium, iron, lead, manganese, mercury, selenium, zinc and others. 

Volatile Organic Compouikds-Synthetic organic compounds with a tendency to volatilize (pass into the gaseous 
state) readily 
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APPENDIX A - 
Data Storage and Availability 

Statewide Program data is available through the Enviroilmental Data Management System 
(EDMS), a public access database for ground water quality and surface water quality data. 
(EDMS is a receptacle for all Idaho water quality data; Statewide PI-ogram data only may be 
specified). 

Data may be obtained for the entire state, by county, by latitude and longitude or by township 
and range. Lab analyses for approximately 35,000 samples covering a 50 year period are avail. 
able from a number of contributing organizations. At present, there are more than 600,000 
analytical results with more being added regularly. Inventory information exists on approxi- 
mately 19,000 wells. 

Access to EDMS is available through a dedicated workstation at IDWR, by modem, or in the 
near future, Internet. A state-of-the-art query generator and report writer are available to the 
EDMS user. A comprchcnsive user manual is provided to new accounts. 

To request more information about EDMS or to get an account, contact: 

EDMS 
Idaho Department of Water Resources 
130 I N. Orchard 
Boise. ID 83706 

Phone: 208-327-7900 
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APPENDIX B - CONSTITUENT LISTS 
Field Parameters, Common Ions, Nutrients, Trace Elements, Radioactivity 

Method and detection limits were constant for all years, 1990 through 1993. Although 1990 data is available, it is not used 
for statistical analysis due to subjective selection of wells for that prototype year. AU lab analyses for the following were 
performed at the USGS National Water Quality Lab with the exception of Gross Alpha and Gross Beta (State Lab), and 
Uranium (private lab). Method numbers are USGS, unless otherwise specified. 

Constituent Method Detection 

'IELD PARAMETERS 

Temerature nearest 0.5"C 

Calcium 

Chloride 1 1205785 1 0.1 mgn 

I I 
Fluoride 1232778 0.1 mgn 11 
Silica 1 1270085 1 0.1 mgA I/ 

Total Dissolved Solids calculated - 

NUTRIENTS. dissolved 11 
Ammonia 

Constihlent Method Detection 
Limit 

TRACE ELEMENTS, dissolved 

I206285 

Cadmium I213889 

Chromium 1123393 

Manganese 1145485 

Mercury 1246285 

Selenium I266785 

Zinc 1190085 

Cyanide 

Gross Beta 
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AF'PENDJX B - CONSlTWENT. LISTS - Volatile Organic Compounds 

State Health Lab, EPA method 502.2. USGS National Water Quality Lab, USGS equivalent to EPA method 524.2. 
' Alpha Andyrical, Inc., EPA method 524.2. 



State Health Lab, EPA method 502.2. USGS National Water Quality Lab, USGS equivalent to EPA method 524.2. 
' Alpha Analytical, Inc., EPA method 524.2. 
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APPENDWB - CONSTITUENT LISTS 
Pesticides by Immunoassay 

1990 samples were nonquantilative, but followup sampling was done on detections with simultaneous GC analysis. 1990 
and 1991 samples were performed in the USGS district lab. 1992 and 1993 samples were performed in the IDWR lab. 
lmmunoassays arc not annlyte specific and the detection limit (Least detectable dose, LDD) varies for each analyte. For 
example, the aIrazine test is upable of detecting 11 different &zinc compounds, each at a different LDD. Ahrzine and 
propnzine have the lowest LDDs (0.046 and 0.033 &), but all 11 compounds have LDDs at or below 1.1 ppb. 

1992 and 1993 dstl are available in electronic format, but are not available in EDMS as immunoassay results are not analyte 
specific. 



APPENDIX B - CONSTITUENT LISTS 
Pesticides by Gas Chromatography 

Through IDA funding, GC analyses were performed in 1993 on samples *om sclected subareas: All m&ods below for all 
wells in the Twin Falls and Shdow Boise V d e y  subareas; method 507 only for all wells in the P a y e  sub- md all 
shallow wells in the eastern Snake River Plain. Samples w e n  extracted and analyzed by the State Lab. 

PESTICIDE EPA METHOD DETECTION LIMlT 
bpn) 

24-D 515.1 <0.2 

Alachlor 507 <0.4 

Dicamba 515.1 <0.1 

Diclofnp 508 < 1.0 

Disulfoton 507 <0.3 

EWC 507 <0.3 

Ethoorm 507 <0.2 

Ethyl Parathion 8141 <0.2 

Fonofos 507 <0.4 

Lindane 508 <0.1 

Methoxycblor 508 <0.1 

Metnlachlor 507 <0.8 

Mehibuzin 507 <0.2 

PCP 515.5 <0.1 

Pentachlomhenol 515.1 G0.2 
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Data Statistical Tables 

Idaho Statewide Ground Water Quality Monitoring Program 
Summary of Results, 1991 through 1993 

42 



Hydrogwlogic Subarea 

North Idaho 

Palouse 

Clearwater 

Long Valley 

Weiser 

Payelle 

Boise Valley Shallow 

Boise Valley Deep 

Mountain Home 

North Owyhee. 

Salmon 

Central Valleys 

Idaho Statewide Groutid Water Quality Monitoring Program 
Hydrogeologic Subareas - Well Summary 

1991 through 1993 

Number 
of Sites 

110 38 to 651 pleistocene alluvium and glacial outwash 
miocene Colun~bia River Basalt 
orecambrian shield rock 

Range of 
Well Depths 

Major Litbologies 

- 

25 to 398 miocene Columbia River basalt 
nuaternan, andlor pleistocene sediments 

52 to 667 

70 to 758 

34 to 610 

ncocene Columbia River basalt 
cretaceous granite and granodiorite 

miocene Columbia River basalt 

quaternary and pleistocene alluviums 
elacial outwash 

25 to 392 

29 lo 248 

quaternary, holocene and pleistocene alluvium 
holocene terrace gravels 
pleistocene Idaho Group 

quaternary, holocene and pleislocene alluvium 
holocene and pleistocene terrace gravels 
a few auaternarv Snake River Group 

87 to IOOO 

19 to 1190 

34 to 4%l 1 auaternarv and holocene alluvium 

pleistocene Idaho Group 
a few from Snake River Group 

pleistocene Bmneau Formation 
some ~leistocene Glenn's Ferry Formation and auaternarv alluvium 

94 to 735 

34 to 1020 

pleistocene Idaho Group, 
including the Glenn's Ferry and Bmneau Formations 

auaternarv alluvium 



Hydrogwlogic Subarea 

Snake River Plain Alluvium 

Snake River Plain Basalt 

Twin Falls 

Upper Snake 

Bear River 

Boise Mountains 

Total 

67 21 to400  

Major Lithologies 

quaternary alluvium 
some contribution from holocene and uleistocenc alluvium 

pliocene Banbury basalt 
some Snake Plain basalt 
deislocene Glenn's F e w  Formation 

quaternary Snake River Plain basalt 

quaternary and pleistocene alluvium 
Snake River Plain basalt 
nuscellanwus ~leistocene sediments and ~ l iocene  volcanics 

I 

oleistocene alluvium and oliocene Salt Lake Formation 11 
quaternary alluvium 
pleistocene volcanics, basalt and tuff 

quaternary and pleistocene alluvium 
minor oleistocene Salt Lake Formation 

upper cretaceous Idaho batholith (granite) 
some alluvium, both quaternary and pleistocene 



Sps i f i c  

range 
mcdian 

North Idaho 23 to 821 

Idaho Statewide Ground Water Quality Monitoring Program 
Hydrogeologic Subareas - Field Parameters and Cation Summary 

1991 through 1993 

Clearwalrr 78 to 710 

Long Valley 46  lo 370 

Weiser 119 to 2351 
305 

Boise Valley Shallow 1 1 1  to 1532 

Boise Valley Deep 119 to 2030 
409 

I 
Mountain Home 45 to 3226 

North 0wyhe-e 217 to 5050 

Salmon 44 to 2244 

Central Valleys 1 115 to 1062 

Snake River Plain Alluvium 181 lo 2090 1 526 

range rangc 
median mcdian 

Fecal 
Coliform 
Bacteria 
# detects 

percent 

2 
2 % 

0 
0 %  

Hardness Calcium Magnesium Sodium Potassium 
m g ~ ~  mgn m g ~ ~  m g ~ ~  m g ~ ~  
rangr range range range range 

mulian median median median median 



Potassium 
mgll 
range 

median 

Hydrogeologic Suharea 

Snake River Plain Basalt 

Twin Falls 

Spmific 
Conductance 

range 
median 

187 to 1355 
469 

208 tu 1978 
894 

CassiaIPower 

Portncuf 

Upper Snake 

Bear Rivrr 

Boise Mountains 

Overall 

pH 

range 
median 

6.7 to 8.4 
7.8 

7.3 to 10.4 
7.7 

222 to 3830 
641.5 

312 to 1750 
790 

71 to 1040 
373 

385 to 5520 
757 

82 to 312 
198 

23 to 5520 
447 

Tempernlure 
'C 

range 
median 

7.8 to 19.3 
13.0 

11.8 to 25.6 
15.0 

6.7 to 8.2 
7.6 

6.8 to 8.0 
7.5 

6.8 to 8.9 
7.6 

5.9 to 25.2 
14.0 

8.0 to 24.0 
12.6 

6.0 to 23.3 
9.35 

6.2 tu 8.1 
7.5 

6.5 to 8.8 
7.6 

5.5 to 10.4 
7.65 

Fmal 
Coliform 
Bacteria 
# detects 
percent 

7 
4% 

1 
1 % 

7.9 to 18.8 
10.8 

8.3 tu 20.6 
13.6 

5.6 to 26.2 
13.4 

Hardness 
mgll 
range 

median 

76 to 481 
194.5 

0.4 to 665 
317 

1 
2% 

1 
10% 

42 
4 % 

Cslcium 

mgn 
range 

median 

19 to 130 
52 

0.12 to 180 
71.5 

30 to 2361 
318 

3 t o 7 1  
26 

0.4 to 2531 
176 

Magnesium 
mg/l 
range 

median 

5.9 to 38 
16 

0.02 to 95 
32 

Sodium 
mgll 
range 

median 

5.7 tu 140 
17 

8.7 to 190 
62.5 

11 to 600 
78 

0.97 to 20 
91 

0.12 to 600 
46 

0.70 to 210 
29 

0.10 to 5.9 
1.6 

0.02 to 360 
14 

3.6 to 460 
32 

4.9 to 55 
13 

1.4 to 790 
21 

<0.10 to 71 
4.2 

0.5 to 4.0 
1.2 

C0.10 to 71 
3.1 



Hydrogeologic Suharra 

North Idaho 

Idaho Statewide Ground Water Quality Monitoring Program 
Hydrogeologic Subareas - Anion and TDS Summary 

1991 through 1993 

Bicarbonate 
(mgm 
range 

median 

15to440 
141 

11 Boise Valley Shallow 1 63 to 497 1 0 to I 1 52 to 407 1 <0.1 to 280 1 0.2 to 170 1 0.1 to 1.6 1 16 to 73 1 82to 956 11 

Long Valley 

Wciser 

Payelte 

II Boise Valley Deep 

Carbonate 
(mgll) 
range 

median 

0 

Mountain Home 1 15to714 1 0 1 0 2  

25 to 123 
70 

76 to 1004 
161 

80 to 630 
277 

Salmon 

Alkalinity 
(mgN 
range 

median 

13 lo 361 
115.5 

0 to 4 
0 

0 

0 to 14 
0 

North Owyhee 

Chloride 
( d l )  
rangc 

median 

<0.10 to 13 
1.05 

Sulfate 
(mg/I) 
range 

median 

<0.1 to 120 
6.3 

21 to 101 
58 

63 lo 823 
132 

74 to 516 
227 

120 

95 to 632 
247 

Central Valleys 

Snake River Plain Alluvium 

Fluoride 
(mgll) 
rangc 

median 

c0 .1  to 0.9 
0.1 

0 

0 to 6 
0 

c0.1 to 88 
3 

0.7 to 630 
3 1 

0.4 to 130 
22 

68 to 312 
178 

65 to 606 
237 

Silica 
(mgN 
range 

median 

6.8 to 55 
18 

Total D i l v e d  
Solids (mg/I) 

range 
median 

24 to 510 
158.5 

<0.10 to 12 
0.9 

0.4 to 130 
5.4 

0.7 to 43 
7.7 

0 

0 

c0.1 to 2.7 
0.2 

<0.1to2.4 
0.3 

0.2 to 13 
0.5 

55 to 256 
146 

53 to 497 
195 

19 to 60 
42.5 

301065 
56 

16to 74 
43 

0.2 to 82 
18 

c0.1 to 620 
43 

52 to 260 
116.5 

121 to 1463 
227 

I07 to 645 
364 

0.4 to 130 
4.1 

3.3 to 350 
15 

<0.1 to 2.3 
0.2 

c0.1 to 1.7 
0.4 

2.7 to 72 
15 

12 to 60 
30 

91 to 598 
190.5 

141 to 1873 
307 
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Arsenic 
bsll) 

MCL=50 

range 
median 

# >MCL 

< 1 to 180 
16 
2 

Cyanide 
(mgll) 

MCL=2OO 

range range range 
median mulian median 

# >MCL 

range range range range range 
median median median median median 

# > SMCL # > SMCL # > MCL # > SMCL 

5.0 < 1 < 1 < 1 45 

range 
median 

North Owyhw 

Snlmon no detections 

1 2 

< 4  to 5900 no < I t 0 5 0 0  < l t o 4  <3 to 230 
< 3 detections < I  < 1 23 
5 5 

<3to870 < I t 0 2  c l t o 3 8 0  < I t 0 3 5  <3to250 
3.0 < 1 < 1 < 1 17 

Central Valleys no detections 

<0.01 to 0.03 
<0.01 

Snake River 
Plain Alluvium 

Snake River 
Plnin Basalt 

no detections I < l to 4 1 < 1 to 7 

Twin Fnlls no detections I < 1 to 11 I < 1 to 23 

I I 

no detections < l to 4 < 1 to 26 no detections 

Portneuf no detections I < 1 to 12 1 < 1 to 7 10 detections 

3 7 

<3 to600  <lto 10 <]to 1300 < I  t o l l  <3to570 
5.0 < 1 C 1 < 1 90 
2 6 

I I 
no detections < 1 to 5 < I  to9  Upper Snake lo detections 

Sear River lo detections < 3  to 3900 no < lto 1100 < 1 to 36 < 3  to 250 
5.0 detections < I  < 1 13 
8 11 

< 1 



Hydrogeologic 
Subareu 

Boise Mountains 

Overall 

Arsenic 
e u  

MCL=50 

rangc 
median 

# > M C L  

< l  to 33 
I 

< I t 0 2 4 0  
2  

Cadmium 
e g m  

MCL=5 

range 
median 

# > M C L  

no detections 

< I t 0 3 5  
< I  

Chromium 
e g n  

MCL=100 

range 
median 

< I to 2  
< 1 

< I  to31 
< 1 

Copper 
eb-11) 

AL=1300 

range 
median 

< I t 0 1 2  
1 

< I t 0 1 7 0  
1 

Iron 
G ~ I I )  

SMCL=300 

range 
median 

# > SMCL 

<3to2600 
9.0 
2  

<31016000 
4  

Lmd 
e s / l )  

AL=IS 

range 
median 

< I t 0 2  
< 1  

<I t012 
< 1  

Manganese 
e g n )  

SMCL=50 

range 
median 

# > SMCL 

< I t 0 2 4 0  
2.0 
3  

<It02300 
< 1  

Selenium 
W I )  

MCL=50 

range 
median 

# > MCL 

no 
detections 

< I t 0 1 5 0  
< 1  

Zinc 
e g m  

SMCL=5000 

range 
median 

# > SMCL 

< 3  to 73 
16 

<3to5900 
22 

Cyanide 

MCL=ZOO 

range 
median 

no detections 

<0.01to0.03 
<0.01 



Idaho Statewide Ground Water Quality Monitoring Program 
Hydrogeologic Subareas - Nutrients Summary 

1991 through 1993 

Nitrate 

11 Hydrageologic Subarea range I median 
11 I 95% CI median 

Palouse <0.05 to 5.1 

<0.05 -> 0.24 

Clearwater <0.05 to 19 

0.14 -> 0.71 
I. 2% 

Long Valley <0.05 to 4.0 
0.065 

<0.05 -> 0.23 
none 

Weiser 

Payeae <0.05 to 12 

0.06 -> 1.70 

Boise Valley Shallow <0.05 to 15 

0.73 -> 1.90 

Mountain Home <0.05 to 16 

0.79 -> 1.70 

Boise Valley Deep 

North Owyhee 

2.60 -> 3.70 
3, 3% 

<0.05 to 21 
1 SO 

Idaho Stltnvidc Gmnd Waler Qrulity Monitoring Pro- 
Summvy of Results, 1991 lhrough 1993 

Phosphorus 
( m d )  

Nitrite 
(men) 

range 
median 

I I 

Ammonia 
(mgfl) 

range 
median 

-ge 
median 



Hydrogenlogic Subarea I range 
median 

95 % CI median 
# 2 MCL, % 

Salmon <0.05 to 11 
0.550 

Central Valleys <0.05 to 6.0 
0.340 

0.27 - > 0.61 
none 

11 Snake River Plain Alluvium 1 <0.05 to 35 

Snake River Plain Basalt <0.05 to 35 
1.45 

1.20 -> 1.60 
1, 0.5% 

11 Twin Falls I c0.05 to 19 

Portnruf <0.05 to 1 1  

1.10-> 2.00 

Upper Snake <0.05 to 14 
0.865 

Bear River <0.05 to 17 
0.940 

0.40 -> 1.90 1 2-51 

I1 Boise Mountains 

Nitrite Ammonia Phosphorus 

range range 
median median median 

53 Idaho Slat&& Omund Wakr Quality Mmiimhg R o w  
Summuy of Rcruiis, 1991 thmrgh 1993 



Idaho Statewide Ground Water Quality Monitoring Program 
Hydrogeologic Subareas - Radioactivity Summary 

1991 through 1993 

Gross Alpha 

Hydrogeologic Subarea MCL = 15 

North Idaho 

Boise Valley Shallow 0 to 83.0 I 6.9 

range 
median 

0 to 12.2 
0.8 

Long Valley 0 to 1.7 
0.45 

II Mountain Home 

Boise Valley Deep 0 to 52.9 
3.5 

Snake River Plain Alluvium 0 to 40.0 I 1.8 

North Owyhee 0 to 78.5 
1.6 

Gross Beta Uranium' Radon 

MCL = 50 
# samples 

median median 

0.4 to 10.5 
2.3 

150 to 3900 
760 



Hydrogeologic Subarea 

-- 

Boise Mountains l O t o 3 . 3  10 .8 to4 .7  1 -  I 180 to 1500 

Upper Snake 

Bear River 

1. Most samples e x c d g  14 pCin gross alpha were spcciatcd for total ndium 226 and total uranium. A primaty MCL 
has been proposed for uranium at 20 pgn. 

Gross Alpha 
p c i  

MCL = 15 
m g =  

median 

0 to 29.2 
1.3 

0 to 22.2 
3.6 

Gmss Beta 
pci 

MCL = 50 
range 
median 

0 to 16.7 
2.6 

0.7 to 77.5 
6.5 

Uranium' 
pgfl 

Radon 
pcin 

# samples 
range 

1 
22 

- 

m g e  
median 

176 to 2668 
960 

330 to 610 
525 



Hydrogwlogic Subarea 

Long Vdey 

Boise V d e y  Shallow 

Idaho Statewide Ground Water Quality Monitoring Program 
Hydrogeologic Subareas - Organics Summary 

1991 through 1993 

Volatile Organic Con~puunds 

Compound - # detections 
# samples/# silrs aifeclul 

Trihalomelhanesb - 4 
96 I 4 

none found 
27 1 0 

Trihdomcll~anes~ - 2 
Chloromcll~ane -2 
Naplhalene - l 
54 1 5 

none found 
17 1 0 

23 1 1 

none found 
3 1 1 0  

1,2-Dichloropropane (DCP)' - 2 
I,2,3-Trichloropropane'- 2 
Perchloroelhylcne (Perc) - 3 
Mclhylenc Chloride - 3 
Toluene - l 
Totrl Xylenes - I 
Trihalomelhsnesb - I 
I,l,l-Trichloroelhane - 1 
Trichlorohifluoromell~ane 

(frwn 1139 - 1 
105 I 9 

Volatile Organic 
Con~pounds > MCL! 

Compound - #sites 

nonc 

none 

nonc 

none 

none 

none 

DCP - I 
Pcrc - l 

Pesticides Detected 
by lmmunoassay 

Compound - # detections 
# samples/# sites affected 

Ipcrccnl sites affected 

Triazine - l 
721 1 1  1% 

Triazine - l 
2 0 1 1 1 5 %  

nonc 
39101016 

nonc 
1 0 / 0 / 0 %  

Triazine - l 
1 2 1 1 1 8 %  

Triazine - 6 
Alachlor - 1 
2016130% 

Ttiazine - 16 
Alachlor - 1 
Cubamate - 1 
80117121% 

Pesticides Delected 
by GC melhods 

Compound - # detections 
totrl # samples 

no samples 

no samples 

no samples 

no samples 

no samples 

none found 
9+ 

pesticide 
b may be a hiproducl of chlorination 

may represent airhorne contamination of sample 

+ tested for 9 pesticides 
+ + tested for 24 pcsticidw 



Volatile Orgnnic Compounds Volnlile Orgnnic 
Compuunds > MCLs 

Patieides Detected 
by lmmunonssny 

Compound - # detections 
# samples/# sites affected 

/percent sites affecled 

Alachlor - I 
Carbamatr. - 1 
7 1 1 2 1 3 %  

Paticidcs Delecled 
by CC methods 

Compound - # drtcctions 
# samples/# silcs affected Compound - #sites Compound - # detections 

total # samples 

Boisc Valley Deep Perchluruell~ylene (Perc) - I 
I ,2-Dichloropropane' - 1 
I ,2,3-Trichloropropane' - I 
103 1 2  

Mountain Home none found 
I + +  

N o h  Owyhee none found 
27 / 0 

none none found 
I + *  

Salmon Dichlorodifluorotnrttiane (Ireon") I 
Chloromelhane - 2 
Trihalomcll~anrs~ - 2 
27 / 5 

Triazine - l 
Carbarnate - 1 
21 1 2  19 .5% 

no samples 

no samples Cenlrnl Valleys Trihalomethanesb - I 
Napthalenc - I 
I ,2,4-Tri1nethylbenzene~ - I 
Chloromethane - I 
37 / 2 

Ethylene Dibromide (EDB)' - 3 
1,2,-Dichloropropsnc (DCP)' - 3 
1.2.3-Trichloropropanc' - 3 
Chloromcthane - l 
Benzcnc - I 
61 1 5  

none none 
2 4 / 0 / 0 %  

Snakc River Plain AUuvium EDB - 3 
DCP - I 
Benzene - I 

Triazinc - 3 
4 6 / 3 / 7 5  

none found 
6' 

Snakc River Plain Basalt Perchloroethylenc (Pcrc) - 5 
Ethylene Dibromide (EDB)' - I 
Chloromethane - 2 
Total Xylcnes - I 
I ,2,4-Trimell~ylhenzcne'- I 
1 8 0 /  9 

Perc - l 
EDB - I 

Triazine - 8 
132 1 8 / 6 %  

none found 
26' 

pesticide + lested for 9 paticidea 
+ + tested for 24 pesticides L may bc a biproduct of chlorination 

may represent airbornc conlanunation of sample 



Volnlile Organic Compounds 

Hydrogwlugic Subarea 

nonc found 
46 I 0 

Trichloroethylene WE) - 4 
Perchloroelhylene (Perc) - 5 
I, I, l-Trichloroell~ane - 2 
Toluene - I 
Dichlorodifluoromelhane (freon? - l 
48 I 8 

Compound - # detections 
# samples/# sites affectcd 

I 

Upper Snake 

Twin Falls Trihdomell~anes~ - 3 
64 I 1 

I 

pesticide 
L may be a hiproduct of chlorination 

may represent airborne contanlination of sample 

Bear River 

Boise Mounllins 

Volatile Organic 
Compounds > MCLs 

Compound - #sites 

Perchloroelhylene (Perc) - 1 
39 I 1 

none found 
I 0 1 0  

none 

none 

Pesticides Detected 
by lmmunoassny 

Compound - # detections 
# samples/# sites affected 

lpcrcenl sites affccted 

Triar.int - 5 
49 I 5  110% 

Triazinc - 2 
3 4 1 2 1 6 %  

none 

nonc 

Triazine - 2 
Cubamall - 2 
3 7 1 3 1 8 %  

Triazine - l 
3011 1 3 %  

Pesticides Detected 
by GC methods Y 

Compound - # detections 

+ lested for 9 pesticides 
+ + fesfd Tor 24 pesticidca 

none none 
6 1 0  1 0 %  



APPENDIX D - 

Selected Boxplots 

Idaho Statewide Ground Water Quality Monitoring Program 
Sumn~ary of Results, 1991 through 1993 



Selected Boxplots 

Selected boxplots have been includcd to assist in gaining additional insight. Refer to Table 3 for MCLs, potential 
sources and significance of most constituents. 

I - Hardness. Hnrdr~ess measures the calcium and magnesium concentrations. High hardness can be a 
nuisance to laundry, dishes and plumbing fixtures, but has no negative health implications. Dashed lines represent 
limits between soft versus moderately hard (75 mgll), moderately hard versus hal-d (150 mgll), and hard versus very 
hard water (300 mgll). By observing the median values, the hardest ground waters in the state arc in the Portneuf, 
Bear River and Twin Falls subareas. The highest variability and greatest extremes were found in the North Owyhee 
subarea. Ground waters in the Long Valley and Boise Mountain subareas generally appear to be naturally soft. 

2 - Sodium. Sodium concentrations appear to be variable throughout the state. The dashed line represents the 
USEPA caution limit for sodium-risk individuals to bring to the attention of their personal physician. 

3 - Chloride. Some extremes arc evident in southern Idaho, but only outside values exceed the secondary 
MCL of 250 mgll (shown as a dashed line). 

4 - Fluoride. Boise Mountains and North Owyhee subareas stand out for potential of elevated fluoride, 
though extremes exist in six different subareas. Dashed lines I-eprcsent secondary (2 mgll) and primary (4 mgll) 
MCLs. 

5 - Sulfate. Although extremes exist in eight different subareas, elevated sulfate appears to be common in the 
North Owyhee subarea. Dashed lines represent existing secondary MCL (250 mgll) and proposed primary MCL 
(400 mgll). 

6 - Nitrate (N02+N03, as  N). Highest median values are in Twin Falls, Boise Valley Shallow and North 
Owyhee subareas. Greatest cxtrernes are in North Owyhee subarea. Dashcd lines represent impact level for this 
report (2 mgll, refer to text under 'Nitrate') and primary MCL (10 mgll). 

7 - Ammonia. Interesting to compare to nitrate boxplot. North Owyhee subarea definitely impacted by 
ammonia (human or animal wastes), but not notably so in Twin Falls or Boise Valley Shallow subareas. The 
number of extremes in the Boise Valley Deep subarea seems worthy of further attention. 

8 - Iron. Most values that exceed the secondary MCL of 300 pCill (dashed line) are outside and far-outside 
values. Iron rich ground waters are more prevalent in the northern ldaho subareas (North Idaho, Palouse, Long 
Valley, Weiser and Payette). 

9 - Manganese. Manganese rich ground water follows the same pattern as iron, being mol-e prevalent in 
northern Idaho. The secondary MCL for manganese is 50 pCi1l (dashed line). Other subareas where manganese is a 
common component of the water chemistry are North Owyhee, Bear River and Boise Mountains. 

10 - Gross Alpha. Subareas most affected by elevated alpha radiation are clearly in southwest and south- 
central Idaho. The dashed line represents the primary MCL of I5 pCill. 

11 - Gross Beta. There exist few extremes. The dashed line represents the primary MCL of 50 pCi1l 

12 - Radon. Subareas with the highest median radon values are Salmon, Central Valleys, Bear River and North 
Idaho. The dashed line represents the USEPA proposed primary MCL of 300 pCill. The median value for all but 
two of the subareas (Snake River Plain Basalt and Twin Falls) exceed the proposed standard. 

13 - Silica. It appears that there may be an inverse col~elation between radon activity and silica content. 
Lowest silica concentrations occurred in Salmon, Central Valleys and North Idaho subareas. 

ldaho Statewide Ground Water Quality Monitoring Progrilm 
Summary dRcsu i t s .  1991 through 1993 
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Hydrogeologic Subarea Key 

I - North Idaho 
2 - Palouse 
3 - Clearwater 
4 - Long Valley 
5 - Weiser 
6 - Payette 
7 - Shallow Boise Valley 

8 - Deep Boise Valley 
9 - Mountain Home 
10 - North Owyhee 
I I - Salmon 
12 - Central Valleys 
13 - Snake River Plain Alluvium 
14 - Snake River Plain Basalt 

15 -Twin Falls 
16 - CassiaIPower 
17 - Portneuf 
18 - Upper Snake 
19 - Bear River 
20 - Boise Mountains 

HARDNESS 

. . . . . . . sofllmod. hard 

1 2 3 4 5 6 7 8 S 10 11 12 13 14 15 16 17 18 IS  20 

Hydrogeologlc Subarea 

61 
Idaho Statewide Ground Water Quality Monitoring Prngrvnl 
Suiiiniiiiy of Results. 1991 tlirough 1993 



SODIUM 

Hydrogeologlc Subarea 

CHLORIDE 

Hydrogwloglc Subarea 

Idaho Statewide Ground Water Quality Monitoring Program 
Summary of Results, 1991 through I993 62 



FLUORIDE 

Hydrogeologlc Subarea 

SULFATE 

0 

0 

0 

1 2 3 4 6 6 7 8 8 10 11 12 13 14 16 16 17 16 1B 20 

Hydrogeologlc Subarea 

63 Idaho Slawvide Ground Waiei Quality Monilorisg Plograrn 
Summary of Results, I99 1 through 1993 



NITRATE 
mt.hown:llO.nd64mg/lhrubumlO 

~ O I ' S I I I I I I ~ I I I ~ ~ ~ O C I I  -1 i 
0 .  

so - - 

- 

1  2  S 4  5  6  7  8  S 10 11 12 13 14 15 16 17 18 18 20 

Hydrogeologlc Subama 

AMMONIA 

I Hydrogeologlc Subarea 

Idaho Slatewide Ground Waler Quality Monitoring Program 
Summary of Results, !YY I thlough 1993 
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BOW 

58W 

5000 

4sW 

4000 

S6W 

SOW 

25W 

20W 

1500 

10W 

600 

0 

IRON 
two extremes (1 2.000 6 16.000) In subarea 1 (North Idaho) no1 shown 

' ' * ' ' I  I I ' I '  

.... . secondary M U  

Hydrogeologlc Subarea 

MANGANESE 
one extreme (2300) In subsrea 14 (SRPB) not shown 

Hydrogeologlc Subarea 

Idaho Statewide Ground Water Qudity Monitoring Program 
Summary of Rewits, 1991 ihrough 1993 



GROSS ALPHA RADIATION 

GROSS BETA RADIATION 

Hydrogeologlc Subarea 

Idaho Statewide Ground Watci Quality Monitoring Program 
Summary of Results, 1991 through 1993 
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RADON 

Hydrogeologlc Subarea 

I 
l i A l i l l l l l l l i i l l  - I I 

1 2 8 4 6 8 7 8 0 10 11 12 18 14 16 16 17 18 10 20 

Hydrogoologlc Subarea 

67 Idaho Statewide Gmund Water Quality Monitoring Program 
Summary of Remlts. 199 1 through 1993 




